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ENGINE SPRAY

DANGER

3 MINUTES 5 MIN

1 2 SPRAY 
SEVERAL 
LAYERS

CLEAN UP 30 MIN
+20°C

SOLVENT
BASED

ACRYL
24 H
+20°C

COVERAGE

1 m2

UV�PROOF

UV

QUICK DRYINGVERY HARD

25 CM

Information valid at 20°C, relative air humidity 20% - 70%

BINDER: 
Acrylic, Solvent based

DEGREE OF GLOSS (DIN 67530 60 °):
gloss 80-100 gloss units

HEAT RESISTANCE: 110 - 180 °C
STORAGE STABILITY: 60 months

SIZE: 400 ml

SALES QTY:  6 pcs

ART NR cr01068 BAR CODE 6412490016425

CAR-REP ENGINE BLACK 400ML

ART NR cr01070 BAR CODE 6412490016449

CAR-REP ENGINE BLUE 400ML

ART NR cr01071 BAR CODE 6412490016456

CAR-REP ENGINE GREEN 400ML

ART NR cr01067 BAR CODE 6412490016418

CAR-REP ENGINE RED 400ML

ART NR cr01069 BAR CODE 6412490016432

CAR-REP ENGINE SILVER 400ML

CAR-REP® ENGINE SPRAY is durable acrylic paint for engine blocks, trans-
mission parts etc. Contains compounds for maximum heat dissipation 
and gloss retention. Produces a superior finish that will not blister, 
flake, crack or peel. Resists temperatures up to 110 °C. Can be applied 
wet-on-wet or wet-on-dry. Spray several thin layers.


