
CR-4L / CR-8L

MODEL - MODELO

Voltage / frequency / phases
Tensión eléctrica / frecuencia / fases

110 V / 60 Hz / 1
220 V / 50 Hz / 1
220 V / 60 Hz / 1

Power rating
Potencia 0,5 HP

0,6 kW·h
Consumption
Consumo

580 x 290 x 520 mm
Dimensions (HxWxL)
Dimensiones (AIxANxL)

640 x 400 x 620 mm
Package size (HxWxL)
Dimensiones del embalaje (Al x An x L)

22 kg / 26 kgNet / gross weight 
Peso neto / bruto

Aprroximate output
Salida aproximada

Rotation
Rotación
Disc diameter
Diámetro del disco

NCM code
Partida arancelaria

250 kg/h

380 rpm

84386000

 
 
 

203 mm

 
 
 

 

PA7 PRO

Precise and uniform cuts

Extra large feeding mouth,
for large quantities

Round feeding mouth with
pusher, for cylindrical shaped
ingredients

Simple and easy to operate

Removable lid allows easy
cleaning and sanitation

Safety system: Machine
only turns on when the lid
is closed and the pushing
handle is down
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STAINLESS STEEL FOOD PROCESSOR, 7 DISCS, DIAMETER 203MM

PA7 PRO

F O O D  P R O C E S S O R
BOOST YOUR BUSSINESS FOOD PREPARATION WITH A
COMPLETE FOOD PROCESSING SOLUTION

www.anvilworld.com

E1
Slicing 1mm

096040

E3
Slicing 3mm

096059

E5
Slicing 5mm

096067

E10
Slicing 10mm

096075

Z3
Shredding 3mm

096105

Z5

Z8

Shredding 5mm
096121

Shredding 8mm
096130

SLICERS

GRATERS


