
* Thermostop guarantees required 

rinse temperatures. The actual 

cycle  me extends accordingly if 

the machine is connected to cold 

water. 

* For machine protec on water 

hardness should not exceed 3odH. If 

higher we recommend using a 

water so ener ‐ ask your Hobart 

representa ve for assistance. 

FX ‐ 2015 Hobart AUS / NZ 

FX ‐ PROFI DISH AND GLASSWASHER 

Under counter glass and dishwasher 
with op onal double rack insert 

Nominal capacity up to 40 racks/h 720 
plates / h or 1,440 glasses / h.        
Poten al for doubling with double 
rack insert 

6 automa c cycles: short, standard, 
water X change, starch removal,    
permanent, hygiene 

Heat and noise insulated 
Self cleaning program 

Ready to install ‐ equipped with: fill/
drain hoses, electrical cable (240V), 
detergent & rinse aid dispensers, rinse 
pump, drain pump, back flow preventer 
(Watermark approved) 

Tank, frame, wash/rinse arms & panels 
are 1.4301 stainless steel 

1 ‐ plate rack P‐18‐12 
1 ‐ universal rack B‐00‐07 
1 ‐ 4 sec on cutlery basket CB4 

2.9kW  | 15amp 

7.7kW  | 15amp (3ph) 

240/50/1 (415/50/3N) 

1.36kW   

6.15kW 

** Shown with op onal double rack insert 

MADE IN GERMANY 


