
 

 

     

 

 

 

Twist60

Product Features

• Fixed stainless steel bowl

• Patented breaker arm fitted

• Two speed operation

• Fitted with wire grid guard

• Bowl reverse function and automatic change 

   from low to high speed

• Supplied on wheels with adjustable feet for 

   added stability

• As required by safety regulations fully guarded with 

   an inbuilt micro-switch control safety feature

• Comprehensive operation and cleaning procedure 

   manual supplied
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Twist60, Twist90, Twist130
Spiral Mixers

Model Dough Flour Electrical Requirements  Weight
 Capacity Capacity      
Twist60 60kg 38kg 400-415V, 3P+N+E, 50Hz, 5.0kW 285kg
   Supplied with 4pin 20amp plug
Twist90 90kg 50kg 400-415V, 3P+N+E, 50Hz, 5.8kW 405kg
   Supplied with 4pin 20amp plug
Twist130 130kg 70kg 400-415V, 3P+N+E, 50Hz, 7.5kW 430kg
   Supplied with 4pin 32amp plug 
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Model Width (A) Depth (B) Height (C) Height (D) Base Width (E)
Twist60 626mm 1049mm 1254mm 778mm 450mm
Twist90 739mm 1174mm 1359mm 819mm 530mm
Twist130 833mm 1271mm 1359mm 963mm 530mm


